ROYAL Quick Reference Guide 


SCRIPTOR II 


Unpacking 


Lower the top 
cover back into 
>œ position and 
press until locked. 


Remove the three PH2 With the top cover up, 
pieces of tape remove the cardboard 
=, securing the print head shipping 

keyboard cover. brakes PH1 and PH2. 


With both hands, Remove the foam 
grasp the front ribbon brake R3 and 
edges of the top the plastic ribbon 
cover and lift. brake R4. 


— Power 
Switch x y 
D - 
Open the cord compartment cover Pull the paper support up. Turn on Align a sheet of letter size Push the paper release 
located at the rear of the unit and the Power Switch. The typewriter paper with the (L>) symbol on lever forward. Adjust the 
remove the power cord. Plug will cycle, beep and the green the paper support. Lift the paper so it is straight. 
the power cord in any 110v outlet. power LED light on the keyboard paper bail and turn the platen Pull the lever back to 
will illuminate. knob until the paper is secure the sheet. 


inserted. 


Keyboard Layout i 


Getting Started 


SET MARGINS: When the unit is turned on, the margins automatically are set to 10 (Left) and 75 (Right). You can set your own margins 
by moving the carriage to the position where you want to set the new margin. To set the Left margin, position the carriage and press the 
MAR LEFT key. To set the Right margin, positon the carriage and press CODE + MAR LEFT/RIGHT keys. When a new margin is set, the 
typewriter will beep. 

MARGIN RELEASE: Pressing MAR REL will release the set margins so that you can type beyond the margin or change the margin 
settings. 

SET TABS: Move the carriage to the postion where you want to set a tab and then press the TAB SET/CLEAR key. The typewriter then 
beeps to indicate that the tab has been set. You can store up to 16 tab positions on this unit. 

CLEAR ATAB: Move the carriage to the position where you want to clear a tab and then press CODE + TAB SET/CLEAR. The typewriter 
then beeps to indicate that the tab has been cleared. y 001-02640 


Other Functions 


The Scriptor {I is a full function typewriter with many advanced features. By using the CODE key, you can activate the full power of the 
unit. A complete list of features and usage are available in your OPERATION MANUAL. We invite your to take a moment to read your 
manual to take full advange of all these features. 


Riobon Cassette Replacement 


Remove Plastic Shipping Brake Before Installing 


Card Holder Printwheel 


oe Ries k 


Turn the typewriter OFF. Open the top cover and Carefully lower the front portion of the cassette so 
The Scriptor Il is gently grasp the ribbon cassette. Lift up and forward that the ribbon is located between the card holder 
equipped with a high to remove the ribbon cassette. Take the new ribbon and the printwheel. Press on the locations marked 
yield black correctable and remove the plastic shipping brake. Turn the Ribbon (A) until the ribbon cassette snaps into place. Turn the 
typewriter ribbon Take-Up Knob counter clockwise to remove any slackin Ribbon Take-Up Knob counter clockwise until there is 


cassette. Replacement the ribbon. Insert the two projections on the rear of the no slack in the ribbon. Close the top cover and turn 
part number is 013045. ribbon cassette into the two holes in the ribbon cassette ON the typewriter. 


holder. 


Correction Tape Replacement 


Take-up Supply Correction Tape Take-up Supply 


Spindle Spindle Spindle Spindle 


Guides 


The Scriptor I! is Turn the typewriter OFF. Open the top cover and Mount the spool holding the bulk of the correction tape 
equipped with a lift-off remove the ribbon cassete. Using both hands, onto the spindle on the right side. Mount the left spool 
tape to erase and grasp both spools of the correction tape and pull (with the knob) onto the left spindle. 

correct mistakes. The away from the printer head. l 

take-up spool is the one Turn the left spool to the left and wind up the colored 
with the knob and is Unpack the correction tape and hold the two portion of the tape. Make sure that the correction tape 
mounted on the left spools in each hand. Insert the tape behind the passes behind both the left and right tape guides. 
spindle of the printhead. correction tape guide and the printwheel as shown Replace the ribbon cassette and close the top cover. 
Replacement part above. Make sure that the powdered side of the Turn ON the typewriter. 

number is 013025. correction tape is facing the card holder. 


Print Head Pint Head 
g J 
q 
Printwheel Release 4 
Lever Printwheel Release 
Lever 
The Scriptor Il comes with Turn the typewriter OFF. Open the top cover Gently grasp the edge of the printwheel and carefully lower 
a Prestige Pica 10 and remove the ribbon cassete. Pull the it between the card holder and the print head. Be sure that 
printwheel. Replacement printwheel's Set and Release Lever back to the characters face away from you. 
part number is 013064. unlock the printwheel. Gently grasp the edge 
Other typefaces and of the printwheel and lift it away from the print Press the printwheel’s Set/Reset Lever forward until it snaps 
sizes are available. Fora head. into place. Turn the typewriter ON. The printwheel will 
full list contact ROYAL reset itself. Once it stops, replace the ribbon cassette and 
Supplies. close the top cover. 


Trouble Shooting & Customer Support 


If the typewriter fails to function or does not function properly, check the following: 1. Is the typewriter plugged into a live 110v outlet? 2. Is 
the typewriter switched on? 3. Is the printwheel properly installed? 4. Are the ribbon cassette and the correction tape properly installed? 
5. Does the ribbon cassete or the correction tape need replacing? 6. Are the carrier stopper or ribbon stopper pieces removed? 


If the typewriter still does not work properly after checking the above, contact Customer Support at 1-800-272-6229. 
If your retailer does not have the supplies you need, contact ROYAL Supplies at 1-888-261-4555 or www.royalsupplies.com. 


